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EXCELLENCE HDMIT M PLUG  
DELIVERY: EX STOCK! 

 
Successor to the Excellence HDMITM Repeater #006245000 – now considerably lower in price! 

The Excellence HDMITM Repeater boosts and corrects digital picture and sound data. It also allows large transmission distances between the HDMITM 

source and receiver. The repeater does not require a separate power supply and is easy to connect by Plug&Play. 

 

 

 

 

 

 

 

 

 

 

 

 

KEY FEATURES 

Allows transmission distances of up to 60 metres (e.g. 2 x 30 m) 

Compact design 

Does not require a separate power supply 

24c gold-plated contacts 

Plug&Play connection 

 

FURTHER PRODUCT DATA 

· Full HD 1080p compatible  

· Supports x.v. color and deep color multi-bit (up to 48 bits) 

· Transmission rate: up to 6.75 Gbit/s (3 x 225 MHz bandwidth) 

· Audio: up to 8 channels (up to 24 bits/192 kHz) 

· Supports the new HD audio formats: DTS™ HD, Dolby® True HD, Dolby® Digital Plus, PCM, DVD Audio, SACD 

· Lip Sync: Automatic synchronisation between picture and sound 

· CEC compatible 

· HDCP compatible�� �
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EXCELLENCE HDMITM REPEATER 
    
TYPE DESCRIPTION SRP  DEALER 

006245002 Excellence HDMITM Repeater V2 65,89 31,50 

�



EXCELLENCE HDMIT M PLUG  
DELIVERY: EX STOCK! 

 
Full metal HDMI

TM
 plugs for connecting high-quality HDMI

TM
 cables, for example in individual lengths or when laying cables in empty conduits. They are 

connected using clip-clamp technology and are therefore solderless. The kit contains all the parts required, as well as detailed assembly instructions. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

KEY FEATURES 

- Gold-plated contacts  

- Solderless clip-clamp technology  

- 19 pin  

- Fully-shielded  

Metal housing 
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EXCELLENCE HDMITM PLUG  
    
TYPE DESCRIPTION SRP  DEALER 

006521021 Excellence HDMITM IDC plug incl. housing 14,29 6,99 
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PREMIUM LOUDSPEAKER CABLE HALOGENFREE 
DELIVERY: EX STOCK! 

 
Special halogen-free and flame-retardant loudspeaker cable for the installation sector. Laying this durable cable is very user-friendly thanks to its 

rounded design. The strands, made of 0.25 mm thick wires, are easy to wire up and deliver high-power audio effects. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

KEY FEATURE 

Plus/minus detection 

Strand design 2 x 50 x 0.25 mm 

Rounded sheath makes them easy to lay 

Flame-retardant and halogen-free 

 

�� �

PREMIUM LOUDSPEAKER CABLE HALOGENFREE 
    
TYPE DESCRIPTION SRP  DEALER 

004029188 2 x 1.5 mm²; round, grey; 500 m 3,29 1,65 

00402918 2 x 1.5 mm²; round, grey; 100 m 3,29 1,65 

004029288 2 x 2.5 mm²; round, grey; 500 m 4,39 2,19 

00402928 2 x 2.5 mm²; round, grey; 100 m 4,39 2,19 
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EXCELLENCE ANTENNA CABLE HOLOGENFREE 
DELIVERY: EX STOCK! 

 
This HDTV antenna cable is especially designed for the sophisticated requirements of high resolution television formats (HDTV). The 4-fold 120 dB 

shielding protects the sensitive signal contents and ensures excellent picture quality. It is suitable for the installation of BK, SAT and cable TV systems, 

and can be used indoors and outdoors. It can also be used for connecting DVB-T/-S/-C receivers. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

KEY FEATURES 

4-fold shielding 

Halogen-free  
120 dB screening; Class A cable 

Future-proof 3 GHz bandwidth 

Solid conductors made of high-purity OFC copper 

 

 

FURTHER PRODUCT DATA 

· Cable diameter: 7.0 mm 

· Conductor diameter: 1.0 mm 

· Suitable for HDTV, BK, DVB-T/-S/-C�
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EXCELLENCE HDTV ANTENNA CABLE HALOGENFREE 
    
TYPE DESCRIPTION SRP  DEALER 

006260006 3 GHz; 120 dB; 7:0 mm; white; 100 m 2,59 1,29 

0062600068 3 GHz; 120 dB; 7:0 mm; white; 500 m 2,59 1,29 

�

DAMPING 

 

Frequency  100 450 1000 2050 3000 

MHz 

 

Damping  4.5 12.4 22.2 33.3 38.3 

dB/100 m 
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SPECIAL  FEATURE:  HALOGEN-FREE/FLAME-RETARDANT  
 

In public buildings and in plant engineering, halogen-free and flame-retardant cables are often mandatory. Behind this is a concern for safety, and to 

limit damage, in the event of a fire.  

 

 

 
 

When there is a fire, PVC produces fumes containing chlorine which can be spread and distributed throughout an entire building, for example through 

air conditioning.   

In combination with water (e.g. in the lungs, or condensed water in technical systems and server rooms), hydrochloric acid is produced which, even in

small quantities, can cause considerable harm to persons and damage to property. Even small fires, which are quickly contained and brought under 

control, can lead to long-term consequential damage. 

 

No fumes containing chlorine are produced by halogen-free cables in the event of a fire, and any resulting damage is avoided. 

 

 

 

 
 

To ensure that fires cannot spread unchecked in an emergency, so-called firewalls are installed in buildings. This applies to walls, for example,  

which must be produced in prescribed fire protection classes.  

 

Shafts or openings in walls for laying pipes and cables between the individual rooms or floors of a building must be properly sealed so that no 

chimney effect, for instance, can occur, making it difficult for a fire to spread. 

 

To prevent a fire from being transmitted through cables, the cables must be flame-retardant. This means that they may not keep burning on their own 

when there is no external flame. So-called flame retardants are used in the insulation for this. 
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EXCELLENCE DISPLAY PORT ADAPTER  
DELIVERY: EX STOCK! 

 
Active adapter from display port/mini display port to HDMI or DVI.  The adapters are powered via the display port socket and do not require an 

external power supply unit. These Plug&Play adapters do not need any special driver software. The display port interface can be found on MAC 

computers in particular (e.g. Mini MAC). 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

PRODUCT DATA 

 

· Approx. 15 cm cable 

· Supports Mini DP 1.1 

· Supports HDMITM 1.3b (applies for the adapter to HDMI only)  

· Supports 1080p 

· Supports 225MHz/2.25 Gbps (6.75 Gbps total) 

· Supports 36-bit deep colour (3 x 12 bit) 

· Supports uncompressed audio data such as LPCM (applies for the adapter to HDMI only) 

· Supports DTS, DTS HD, Dolby Digital, Dolby True HD (applies for the adapter to HDMI only) 

· Powered via mini display port 

· Gold-plated contacts�
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EXCELLENCE DISPLAY PORT ADAPTER 
    
TYPE DESCRIPTION SRP  DEALER 

006285001 Display port -> HDMI adapter 0.15 m black 26,99 13,49 

006285002 Mini Display port -> HDMI adapter 0.15 m white 36,99 18,49 

006285003 Mini Display port -> DVI adapter 0.15 m white 43,99 21,99 
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EXCELLENCE “TWIST ON”  C INCH PLUG 
DELIVERY: EX STOCK! 

 
Cinch plugs for easy assembly. Suitable for the 75 Ohm Excellence HDTV antenna cable, and also suited for connecting e.g. video and digital cables 

(some subwoofer cables too) in individual lengths or for installing empty conduits etc. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

KEY FEATURES 

Gold-plated contacts 

Easy twist-on assembly 

7 mm cable extension 

Solid metal plug 

Suitable e.g. for the Excellence HDTV antenna cable #00626000.�
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EXCELLENCE “TWIST ON” CINCH PLUG 
    
TYPE DESCRIPTION SRP  DEALER 

006500432 Cinch plug twist-on 7 mm bulk, red 3,89 1,99 

006500433 Cinch plug twist-on 7 mm bulk, yellow 3,89 1,99 

006500437 Cinch plug twist-on 7 mm bulk, black 3,89 1,99 
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PREMIUM HDMIT M CABLE 180° 
DELIVERY: EX STOCK! 

 
Some plasma TVs and LCD TVs have their HDMI inputs on the back. This rules out mounting the TV directly on the wall. The Premium HDMI cable 

with angle plugs which can be turned by 180° puts things right. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

KEY FEATURES 

Gold-plated contacts 

 3-fold shielding 

 Solid conductors 

OFC copper 

 

FURTHER PRODUCT DATA 

· Both HDMI plugs rotatable by 180°�
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PREMIUM HDMITM CABLE 180° 
    
TYPE DESCRIPTION SRP  DEALER 

00424201 Premium HDMITM 1.0 m cable with 180° angle plugs 28,99 14,49 

004242015 Premium HDMITM 1.5 m cable with 180° angle plugs 32,99 16,59 

00424202 Premium HDMITM 2.0 m cable with 180° angle plugs 34,99 14,29 

00424203 Premium HDMITM 3.0 m cable with 180° angle plugs 37,99 18,99 

00424205 Premium HDMITM 5.0 m cable with 180° angle plugs 47,99 23,59 

004242075 Premium HDMITM 7.5 m cable with 180° angle plugs 57,99 28,99 

00424210 Premium HDMITM 10.0 m cable with 180° angle plugs 67,99 33,59 
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EXCELLENCE SCREEN CLEANER  
DELIVERY: EX STOCK! 

 
Environmentally-friendly special cleaner for TFT/LCD/PLASMA, laptop and flat screen monitors, PDA and all other laminated and unlaminated glass 

surfaces. Environmentally & ozone-layer friendly, and biodegradable. Spray onto a cloth and then wipe clean with a dry cloth. Please observe the 

manufacturer’s cleaning instructions. Contains no alcohol (non-flammable). 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

KEY FEATURES 

Anti-static effect 

Biodegradable; environmentally-friendly pump spray bottle made of recyclable HDPE 

Certified by TÜV 

Alcohol-free 

Original Vileda microfibre cloth 

 

FURTHER PRODUCT DATA 

· 250 ml TFT/LCD/PLASMA screen cleaner  

· 1 Vileda microfibre cloth (size 38 x 40 mm)�
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EXCELLENCE SCREEN CLEANER 
    
TYPE DESCRIPTION SRP DEALER 

006528001 Excellence Screen Cleaner 20,90 10,75 
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REFERENCE SHRINK SLEEVES  
DELIVERY: EX STOCK! 

 
Tailored shrink sleeves for self-assembly of the LS-502 to LS-1302 Reference loudspeaker cables. 
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REFERENCE SHRINK SLEEVES 
    
TYPE DESCRIPTION SRP DEALER 

0109SS00060 Ø 12 mm; 40 mm; “in-akustik Germany”; black 3,79 1,86 

0109SS00280 Ø 6.4 mm; 150 mm; black 1,39 0,65 

0109SS00290 Ø 6.4 mm; 150 mm; white 1,39 0,65 
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